














CcMY
CHANNEL

VALUE FUNCTION
1 0 <=>255 | PAN
2 0 <=>255 PAN FINE
3 0<=>255 | TITL
4 0 <=255 | TITLFINE
5 0 <=255 | PTSPEED
6 0 <=>255 | CYAN
7 0 <=>255 | MAGENT
8 0 <=255 | YELLOW
9 0 <=>255 [ DIMMER
MARCOS
0<=>9 NO FUNCTION
10<=>29 CYAN 100% / MAGENTAUP /YELLOW 0%
30<=>49 CYAN DOWN /MAGENTA 100% /YELLOW 0%
50 <=>69 CYAN 0% /MAGENTA100% /YELLOW UP
70 <=>89 CYAN 0% /MAGENTADOWN /YELLOW 100%
90 <=>109 | CYANUP /MAGENTA0% / YELLOW 100%
110<=>129 | CYAN 100% /MAGENTA 0%/YELLOW DOWN
10 130<=>149 | CYAN 100%/MAGENTA UP/YELLOW 0%
150<=>189 | NO FUNCTION
190<=>199 | 2700K
200<=>209 | 3200K
210<=>219 | 4200K
220<=>229 | 5600K
230<=>239 | 6500K
240<=>255 | 8000K
ASINGLE POINT
0<=9 NO FUNCTION
10<=>12 1
13<=>15 2
16<=>18 3
19 <=>21 4
22 <=>24 5
25 <=>27 6
" 28 <=>30 7
31<=>33 8
34 <=>36 9
37 <=>39 10
40 <=>42 11
43 <=>45 12
46 <=>49 1,2,3
50 <=>53 5,8,11
54 <=>57 6,7,8,9,4,12
58 <=> 61 4,5,6
62 <=>65 7,8,9
66 <=>69 10,11,12
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2.2 FUSE REPLACEMENT

@® Remove the safety cap by a screwdriver.
@® Fetchthe old fuse from safety cap.

@ Install anew fuse.

@ Install the safety cap.

2.3 POWER CONNECTIONS

® 220~240V: 5 units may be connected in series
® 110~120V: 2 units may be connected in series

Note:
If the signal cable is over 60m between the DMX512 controller and fixture
or beween two fixtures, then a DMX signal amplifier is needed as well.



3 DISPLAY PANEL OPERATION

3.1 DISPLAY OPERATION

Up
v Enterinto
Menu Roll
> «——
(Start display screen when press 3 seconds)
Down
3.2 MENU MAP 4T
MENU ) => ADDRESS)== 001-512 )
PERSON )==) HSIC )
PERSON1)
PERSON2)
cmy )
PIXEL )
PERFORM) ==)> FANS )==) SLOW )
NORMAL )
FAST )
AUTO )
PAN/TILT )==)> PANINVERT)==)> NORMAL )
INVERT )
TITL INVERT)==)> NORMAL )
INVERT )
PTSPEED )==)> FAST )
sLow )
PTRANGE )==)> P.START )==p> 0-255 )
P.END == 0-255 )
T.START )==p> 0-255 )
T.END )==p 0-255 )
USE == NO )
YES )

BLACKOUT )==)> OFF )
ON )
DIMMER _ )==}> DIM4 )
DIM3 )
DIM2 )
DIM1 )
OFF )
COLOR == UC D
RGBtoW )
OFF )
FULLPOWERCCT) ==> 3200K )
4200K )
5600K )
10000K )
NORMAL)
DMX ERROR) ==)> SAVE )
BLACK )

DMX RESET ) => DMX J==)> YESINO )
DISPLAY )=l YESINO )

DISPLAY ON)==)> SHORT )
LONG )
DISPLAYLOCK) ==J> OFF D)
ON )

CHANNEL | VALUE FUNCTION
210<=>213 | Setinnercircle maple, running 4-12in 2700k
214<=>217 Set innercircle red, running 4-12 in 5600k
218<=>221 | Setinnercircle orange, running 4-12in 5600k
222<=>225 | Setinnercircle yellow, running 4-12in 5600k
226<=>229 | Setinnercircle green, running 4-12 in 5600k
17 230<=>233 | Setinnercircle cyan, running 4-12in 5600k
234<=>237 | Setinnercircle blue, running 4-12in 5600k
238<=> 241 Setinner circle maple, running 4-12 in 5600k
242<=>245 | Innercircle red, outer circle blue, inner circle 1-3-2 running ,outer circle 4-12 running in 10000k
246<=>249 | Innercircle green, outer circle red, inner circle 1-3-2 running ,outer circle 4-12 running in 10000k
250<=> 255 Inner circle blue, outer circle yellow, inner circle 1-3-2 running ,outer circle 4-12 running in 10000k
18 0 <=>255 | AUTO SPEED (Slow to Fast)
STROBE
0<=>9 NO FUNCTION
19 10<=>99 | STROBE FROM (SLOD TOFAST , 0-25Hz)
100<=>109 | NOFUNCTION
110 <=>179 | | IGHTNING STROBE
180 <=>189 | NOFUNCTION
190 <=>255 | RANDOM SROBE
20 0 <=>255 | ZOOM
CONTROL
0<=>9 NO FUNCTION
10 <=>19 PAN/TILT BLACKACTIVATED
20 <=>29 PAN/TILT BLACK DEACTIVATED
30 <=>39 FAN SLOW
40 <=>49 FAN NORMAL
50 <=>59 FAN FAST
60 <=>69 FAN AUTO
70 <=>79 AUTO1
21 80 <=>89 | AUTO2
90 <=>99 CUSTOM
100<=>109 | TEST
110 <=>119 RESET
120 <=>129 | NO FUNCTION
130 <=>139 [ DIMO
140 <=> 149 DIM1
150 <=>159 DIM2
160 <=>169 DIM3
170 <=>179 DIM4
180 <=>255 | NO FUNCTION




CHANNEL | VALUE FUNCTION

31<=>33 8

34 <—=>36 9

37 <=>39 10

40 <=>42 11

43 <=>45 12

46 <=>49 1,2,3

50 <=>53 5,8,11

54 <=>57 6,7,8,9,4,12

58 <=>61 4,5,6

62 <=>65 7,8,9

66 <=> 69 10,11,12

70<=>73 4,5,6,7,8,9,10,11,12

74<=>77 1,2,3,6,7,10,12

78<=>81 1,2,3,4,6,8,10

82<=>85 1,2,3,4,7,9,12

86<=>89 1-2-3

90<=>93 | 1-3-2

94<=>97 | 4-5-6-7-8-9-10-11-12

9g<=>101 | 12-11-10-9-8-7-6-5-4

17 [ Toa<= 105 | 1-2-3-4-5-6-7-8-9-10-11-12

106<=>109 | 12-11-10-9-8-7-6-5-4-3-2-1

110<=>113 | (1-2-3)+(12-11-10-9-8-7-6-5-4)

114<=>117 | (1-3-2)+(4-5-6-7-8-9-10-11-12)

118<=>121 | 4.5-6,7-8,9-10,11-12,4-5,6-7,8-9,10-11,12
1o0<=>125 | 1,2,3-4,5,6,7,8,9,10,11,12

106<=>129 | 1.6,7-2,9,10-3,4,12-8-11-5

130<=>133 | Set innercircle red, running 1-2-3 in 2700k
134<=>137 | Setinnercircle orange, running 1-2-3 in 2700k
138<=> 141 Setinner circle yellow, running 1-2-3 in 2700k
142<=>145 | Setinnercircle green, running 1-2-3in 2700k
146<=>149 Setinner circle cyan, running 1-2-3in 2700k
150<=>153 | Setinnercircle blue, running 1-2-3 in 2700k
154<=>157 Setinner circle maple, running 1-2-3 in 2700k
158 <=> 161 Set inner circle red, running 1-2-3 in 5600k
162<=>165 | Setinnercircle orange, running 1-2-3 in 5600k
166<=>169 | Setinnercircle yellow, running 1-2-3 in 5600k
170<=>173 | Etinnercircle green, running 1-2-3 in 5600k
174<=>177 Setinner circle cyan, running 1-2-3 in 5600k
178<=> 181 Setinner circle blue, running 1-2-3 in 5600k
182<=>185 | Setinnercircle maple, running 1-2-3 in 5600k
186<=> 189 Set inner circle red, running 4-12in 2700k
190<=>193 | Setinnercircle orange, running 4-12in 2700k
194<=>197 | Setinnercircle yellow, running 4-12in 2700k
198<=>201 | Setinnercircle green, running 4-12in 2700k
202<=>205 | Setinnercircle cyan, running 4-12in 2700k
206<=>209 | Setinnercircle blue, running 4-12in 2700k
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LABEL )==)> PLUTO 4000XE )




3.3 DMX512 SETTINGS
MENU )=D> ADDRESS)==) 001-512 )

® Enterthe [DMX] mode to setthe DMX ADDRESS.

3.4 PERSONALITY

MENU ==) PERSON ) == HSIC )
—) PERSON1)
PERSON2)
cmy )
PIXEL )

® Enterthe [PERSON] mode to select DMX mode: [HSIC] ,

[PERSON1] , [PERSON2] , [CMY]

3.5 PERFORM

, [PIXEL] ,

MENU )= PERFORM)==) FANS )==p SLOW )

NORMAL )
FAST )
AUTO )
PAN/TILT )=)> PANINVERT)==)> NORMAL )
INVERT )
TITLINVERT)==)> NORMAL )
INVERT )
PTSPEED )==)> FAST )
sLow )

BLACKOUT ) ==>

PTRANGE )==J> P.START )==} 0-255

P.END )==p> 0-255

T.START )==)> 0-255

T.END  j==» 0-255

USE == NO

L4 4 4 4 4

OFF )

DIMMER ) ==>

COLOR ==

ON )
DIM4 )
DIM3 )
DIM2___ )
DIM1 )
OFF )
uc )

FULLPOWERCCT) ==

RGBtoW )
OFF )
3200k )

DMX ERROR) ==>
DMX RESET ) e=>

DISPLAY ON) =>

4200K )
5600K )
10000K )
NORMAL)
SAVE )
BLACK )
DMX Ju=l> YES/NO )
DISPLAY )==)> YES/NO )
SHORT )

DISPLAY LOCK) ==J>

LONG )
OFF )

ON )

YES )

PERSON2
CHANNEL | VALUE FUNCTION
1 0 <=>255 | PAN
2 0 <255 | PANFINE
3 0 <255 | TITL
4 0 <255 | TITLFINE
5 0 <255 | PTSPEED
6 0 <=>255 | RED
7 0 <=>255 RED FINE
8 0 <255 | GREEN
9 0 <=255 | GREEN FINE
10 0 <=>255 | BLUE
" o <255 | BLUE FINE
12 0 <=>255 | WHTIE
13 0 <=>255 | WHTIE FINE
14 0 <=>255 | DIMMER
15 0 <=>255 | DIMMER FINE
MARCOS
0<=>9 NO FUNCTION
10<=>29 RED 100% /GREEN UP /BLUE 0%
30<=>49 RED DOWN /GREEN 100% /BLUE 0%
50 <=>69 RED 0% /GREEN 100% /BLUE UP
70 <=>89 RED 0% /GREEN DOWN /BLUE 100%
90 <=>109 RED UP /GREEN 0% /BLUE 100%
110<=>129 RED 100% /GREEN 0%/BLUE DOWN
16 | 130<=>149 | RED 100%/GREEN UP/BLUE UP
150<=>169 RED DOWN/GREEN DOWN/BLUE 100%
170<=>189 ALLLEDAT FULLOUTPUT
190<=>199 2700K
200<=>209 3200K
210<=>219 4200K
220<=>229 5600K
230<=>239 | 6500K
240<=>255 | 8000K
ASINGLE POINT
0<=>9 NO FUNCTION
10<=>12 1
13<=>15 2
17 16<=>18 3
19 <=>21 4
22 <=> 24 5
25 <=>27 6
28 <=> 30 7



CHANNEL | VALUE FUNCTION
10 0 <=>255 | AUTO SPEED (Slow to Fast)

STROBE
0<=>9 NO FUNCTION

10 <=>99 | STROBE FROM ( SLOD TO FAST , 0-25Hz)

100<=>109 | NO FUNCTION

110 <=>179 | | |GHTNING STROBE

180 <=>189 | NO FUNCTION

190 <=>255| RANDOM SROBE

12 0<=255 | ZOOM
CONTROL
0 <=9 NO FUNCTION

10 <=>19 PAN/TILT BLACKACTIVATED
20 <=>29 PAN/TILT BLACK DEACTIVATED
30 <=>39 FAN SLOW

40 <=>49 FAN NORMAL

50 <=>59 FAN FAST

60 <=>69 FAN AUTO

70 <=>79 AUTO1

13 80 <=>89 AUTO2

90 <=>99 CUSTOM

100 <=>109 | TEST

110 <=>119 | RESET

120 <=>129 NO FUNCTION

130 <=>139 | DIMO

140 <=>149 DIM1

150 <=>159 | DIM2
160 <=>169 | DIM3

170 <=>179 DIM4
180 <=>255 NO FUNCTION

#iE:
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MENU ) =D PERFORM)==) UPLOAD )==)> LOADPARA)==p YES )

NO )

LOAD EDIT)==)> YES D

NO )

SETTING )= SETTINGSLOCK)===}> OFF )
ON

SERVECELOCK)==s> ' OFF )

ON )

RECOVERY)mmll>  ssxxx
WDMXHIDE )= YES )
NO )
NETWORK )==J> NetSWITCH ==} OFF )

ON )
IPMODE _ )==)> DEFAULIP)
CUSTOMIP)
CUSTOMIPEDIT )=J> XX.XX.XX.XX)
UNIVERS _)==> ADDR XXX )
WDMX  )==)> WDMXPOWER)==}> OFF )

ON
WOMXRESET )=)> NO )
YES )

® [FANS]) menu, select [Slow/Norm/Fast/Auto] as required fan speed.
® [PANINVERT] menu, select [NORM/INVERT] for normal/inverted control of
the PAN function
® [TILTINVERT] menu, select [NORM/INVERT] for normal/inverted control of
the TILT function
® [PT SPEED] menu, select [ Slow/Fast] as required PAN/TILT movement
speed.
® [BLACKD] menu, select [OFF] forimmediate activation of PAN/TILT
blackout when selected using the control channel or [ON] for 3 second delay
before activation.
® [DIMMER] menu for selection of [DIM1/DIM2/DIM3/DIM4/0OFF] special
dimming curves
® [COLOR] isforactivate/unactivate the color calibration functions. When [RGBtoW]
is selected, on RGB = 255,255,255, the coloris displayed as calibratedin
Service -- RGBtoW. When[COLOR] is set[OFF], on RGB =255,255,255, the
RGBvalues are not adjusted and the outputis most powerful. When [UC] is selected,
the RGB output are adjusted to a standard preset universal color which balances
fixtures from different generations.

@<FULL POWER CCT> is the color temperature choose bottom, press UP/DOWN to
choose, under full power, <3200K>, <4200K>, <5600K> . <10000K> can be chosen,
when choose <COLOR>, <3200K>. <4200K>. <5600K> . <10000K>are not work, but
choose <NORMAL>.

® [DMXERROR] menu, select [SAVE] to maintain last command in case of DMX
erroror [BLACK] for blackout

® [DMXRESET] menu, select [DMX] to allow remote reset using DMX controller or
[DISPLAY] for reset only available at on-fixture display

® [DISPLAY ON] menu, select [LONG/SHORT/DISPLAY LOCK] for length of time for
display backlight

® [UPLOAD] upload data setting, choose [LOAD PARA] to upload data, choose [NO]
means do not upload data choose [YES] means upload data, choose [LOAD EDIT]
to program, choose [NO] means do notupload, choose [YES] means upload

8



® [SETTING] is a protect bottom, [ SETTINGS LOCK] is the menu lock bottom, choose CHANNEL| VALUE | FUNCTION
[OFF] means the menu lock bottom is off, choose [ON] means the menu lock bottom
ison [RECOVERY] is the recover to default value.Press [ENTER] to password setting,

7078 | 45.6.7.8.9.10.11.12

press correct password [UP+DOWN+UP+DOWN] ,and press [ENTER] ,if password 74277 | 1.2.3.6.7.10.12
is correct, display will show [OK] , 78<=>81 | 1,2.3.4.6.8.10
® [NET SWTCH] is net switch, OFF adhere to 2.XX.XX.XX , ON adhere to 2.XX.XX.XX, 82<=>85 | 12,347,912
[IP MODE] is IP mode setting, "DEFAULT IP" is default IP, CUSTOM IP is user IP, 86<=>89 1-2-3
[CUSTOM IP SET] is customer IP setting, [UNIVERS] is data bulk setting, output series 90<=>93 1-3-2
0-255 94<=>97 | 4.5.6-7-8-9-10-11-12
® [WDMX] setting, choose [WDMX POWER] to turn on/off the DMX, choose [OFF] 98<=>101 | 12-11-10-9-8-7-6-5-4
toturn offit. [ON] toturnonit.Choose [ WDMX RESET] to resetthe DMX, choose 102<=2>105 | 1.2-3-4.5-6.7-8-9-10-11-12
[NO] , then DMX will notreset, [YES] , then DMX will reset 106<=>109 | 12-11-10-9-8-7-6-5-4-3-2-1
110<=>113 | (1-2-3)+(12-11-10-9-8-7-6-5-4)
3.6 RUN 114<=>117 | (1-3-2)+(4-5-6-7-8-9-10-11-12)
MENU ) == STANDALONE) ==)> RUN _ )==p> DMX512 ) 118<=>121 | 45.6,7-8,9-10,11-12,4-5,6-7,8-9,10-11,12
(ARINETS) 122<=>125 | 1,2,3-4,5,6,7,8,9,10,11,12
ARTNETIONI) 126<=>129 | 1,6,7-2,9,10-3,4,12-8-11-5
%)) 130<=>133 Set innercircle red, running 1-2-3 in 2700k
CUSTOM 134<=>137 | Setinnercircle orange, running 1-2-3in 2700k
%) 138 <=>141 Setinner circle yellow, running 1-2-3 in 2700k

142<=>145 Setinnercircle green, running 1-2-3 in 2700k

146<=>149 Setinner circle cyan, running 1-2-3in 2700k

®Enter the [STAND ALONE] menu to select from 150<=>153 | Setinner circle blue, running 1-2-3 in 2700k
r(u[r:I|/’m)§)5d'lezs/AR’TNET/AR’TNETZDMX/A UTO 1/AUTO 2/CUSTOM/TEST/SLAVE] 154<=>157 | Setinner circle maple, running 1-2-3 in 2700k

9 158<=>161 Set innercircle red, running 1-2-3 in 5600k

162<=>165 | Setinnercircle orange, running 1-2-3 in 5600k
37 EDIT 166<=>169 | Setinnercircle yellow, running 1-2-3 in 5600k

MEN U )» STANDALONE) ==)> EDIT o STEP(01-50))==> PAN )= 0-255 ) 170<=>173 Etinner circle green, running 1-2-3 in 5600k
TITL )=l 0-255 ) 174<=>177 | Setinnercircle cyan, running 1-2-3 in 5600k
Zi:EN j |I g:::: ﬂ 178<=>181 Setinnercircle blue, running 1-2-3 in 5600k
BLUE  )==p 0255 ) 1g2<=>185 | Setinnercircle maple, running 1-2-3in 5600k
WHITE )= 0-255 ) 186<=>189 | Set innercircle red, running 4-12in 2700k
:‘II'II'I!%EBz j < g'::s j 190<=>193 | Setinnercircle orange, running 4-12in 2700k
ZOOM == 0-255 ) 194<=>197 | Setinnercircle yellow, running 4-12 in 2700k
TIME Ju=p 0-255 ) 198 <=> 201 Setinner circle green, running 4-12 in 2700k
L)»LEOS—) 202<=>205 | Setinnercircle cyan, running 4-12in 2700k
I 206<=>209 | Setinnercircle blue, running4-12in 2700k
® Enterthe [ EDIT ] mode to edit the custom programs by adjusting the 210<—=213 | Setinner circle maple, running 4-12 in 2700k
elgllﬁn;;;";lq’\[,]s:”ggléz’] , E?gg}\n,](G[R'IFHEI’;’] » [BLUET, [WHITE], 214<=>217 | Set innercircle red, running 4-12in 5600k
4 ’ ’ 218<=>221 | Setinnercircle orange, running 4-12in 5600k
® Enter [ USE] andselect [YES] torunthe steps user need.
200<=>225 | Setinnercircle yellow, running 4-12in 5600k
Note: if user want to circulate the created steps, please set the last step ‘s 206<=>229 | Setinnercircle green, running 4-12in 5600k
[Time] asO 230<—=>233 | Setinnercircle cyan, running 4-12 in 5600k
For example, there are 3 steps, the setting should be like belowed: 234<=>237 | Setinnercircle blue, running 4-12 in 5600k
Step 1 [Timel =4 [ Use] =Yes 238 <=> 241 Setinner circle maple, running 4-12 in 5600k
Step 2 [Time] =5 [ Use) = Yes 242<=>245 Inner circle red, outer circle blue, inner circle 1-3-2 running ,outer circle 4-12 running in 10000k
Step 3 [Time] =0 ( Use] =Yes 246 <=>249 Inner circle green, outer circle red, inner circle 1-3-2 running ,outer circle 4-12 running in 10000k

250<=>255 | Innercircle blue, outer circle yellow, inner circle 1-3-2 running ,outer circle 4-12 running in 10000k
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PERSON1

CHANNEL | VALUE FUNCTION
1 0 <=>255 | PAN
2 0<=>255 | TITL
3 0 <=>255 | RED
4 0 <=>255 | GREEN
5 0 <=>255 | BLUE
6 0<=>255 [ WHITE
7 0 <=>255 | DIMMER
MARCOS
0<=>9 NO FUNCTION
10<=>29 RED 100% /GREEN UP /BLUE 0%
30<=>49 RED DOWN /GREEN 100% /BLUE 0%
50 <=>69 RED 0% /GREEN 100% /BLUE UP
70 <—=>89 RED 0% /GREEN DOWN /BLUE 100%
90 <=>109 | RED UP /GREEN 0% /BLUE 100%
110<=>129 | RED 100% /GREEN 0%/BLUE DOWN
8 130<=>149 | RED 100%/GREEN UP/BLUE UP
150<=>169 | RED DOWN/GREEN DOWN/BLUE 100%
170<=>189 | ALLLEDAT FULLOUTPUT
190<=>199 | 2700K
200<=>209 | 3200K
210<=>219 | 4200K
220<=>229 | 5600K
230<=>239 | 6500K
240<=>255 | 8000K
ASINGLE POINT
0<=>9 NO FUNCTION
10<=>12 1
13<=>15 2
16<—>18 3
19 <=>21 4
22 <=>24 5
25 <=>27 6
9 28 <=>30 7
31 <=>33 8
34 <=>36 9
37 <=>39 10
40 <=>42 11
43 <=>45 12
46 <=>49 1,2,3
50 <=>53 5,8,11
54 <=>57 6,7,8,9,4,12
58 <=> 61 4,5,6
62 <=>65 7,8,9
66 <=>69 10,11,12 13

3.8 INFO
MENU )= INFO ) == SYSTEMERROR)
TENPERATURE )
VERSION ) == VO1 )
NETWORK PARA)

RDM ) == UID == 0X388AXXXXXXXX)
LABEL )==)> PLUTO 4000XE )

® push [OK] button into the information search mode in menu [INFO] , push
[up/down] to choose item.

Choose [SYSTEM ERROR] system data error .

Choose [TEMPERATURE] LED working temperature

Choose [ VERSION] software version

Choose [NETWORK PARA] check network specification

Choose [RDM] check the fixture ID

Choose [LABEL] check model name

3.9 MANUAL
MENU )=> MANUAL ) == ALLRESET j==> v:s )
PTRESET )==)> NO )
YES )

®Select [RESET] from the [MANUAL] menu
® [ALL RESET] menu, select [YES/NO] to carry out full fixture reset
® [PTRESET] menu, select [YES/NO] to carry out PAN/TILT reset

3.10 SERVICE

MENU  )=D SERVICE ) ==)> RGBtoW )==) RED Je==Pp 0-255 )
GREEN  jm== 0-255 )
BLUE Je= 0-255 )
CALIBRATIONC) =)> 2700K )=l RED )= 0-255
320K ) GREEN _ je=fp 0-255
4200k ) BLUE )= 0-255
5600K WHITE Je=lp 0-255
6500K )
8000K )

10000K )
CALIBRATION.R ) s> #xsx )

® Enter the [RGBtoW] to adjust the RGB parameter to make different
whites.
® When the new setting is activated, the DMX controller choose RGB
= 255,255,255 the white color will be made by the actual RGB values
onthe [RGBtoW] .
@ Enterthe [CALIBRATION.C] to select white color of different color temperature.
® There are 11 pre-programmed White colors plus RGB TO WHITE and can be edited
by using [RED) , [GREEN] , [BLUE] & [WHITE] .

® Press [ENTER] tofind [CALIBRATION.R] CCTreset, press passcode (Up +
Down+ Up +Down), then [SUCCESS] will be shown

A A A

10



4 USINGADMX512 CONTROLLER

4.1 CHANNELASSIGNMENT
@ Note: This product have four DMX512 channel configuration:

[HSIC], [PERSON1] , [PERSON2], [CMY], [PIXEL] .

HSIC
CHANNEL | VALUE |FUNCTION
1 0 <=>255 | PAN
2 0 <=>255 | PAN FINE
3 0 <=>255 | TITL
4 0 <=>255 | TITLFINE
5 0 <=>255 | PTSPEED
6 0<=>255 [ INTENSIYT
7 0 <=255 | HUE
8 0 <=>255 | HUE FINE
9 0 <=>255 | SATURATION
CCT
0<=>9 NO FUNCTION
10<=>40 2700K
41<=>80 | 3200K
10 81<=>120 | 4200K
121<=>160 5600K
161<—=>200 6500K
201 <=>255 8000K
STROBE
0<=>09 NO FUNCTION
10<=>99 | STROBE FROM (SLOD TO FAST , 0-25Hz)
100<=>109 | NO FUNCTION
" 110 <=>179 | | IGHTNING STROBE
180 <=>189 | NO FUNCTION
190 <=>255 | RANDOM SROBE
12 0 <=>255 | ZOOM

CHANNEL | VALUE FUNCTION
CONTROL
0<=>9 NO FUNCTION

10 <=>19 PAN/TILT BLACK ACTIVATED
20 <=>29 PAN/TILT BLACK DEACTIVATED
30 <=>39 FAN SLOW
40 <=>49 FAN NORMAL
50 <=>59 FAN FAST
60 <=>69 FAN AUTO
70 <=>79 AUTO1

13 80 <=>89 | AUTO2
90 <=>99 CUSTOM
100 <=>109 | TEST
110 <=>119 | RESET
120 <=>129 | NO FUNCTION
130 <=>139 | DIMO
140<=>149 | DIM1
150 <=>159 [ DIM2
160 <=>169 | DIM3
170<=>179 | DIM4
180 <=>255 [ NO FUNCTION
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